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TEST REPORT
ON

MEDICAL VEHICLES AND THEIR EQUIPMENT

AMBULANCE STRETCHER

This test report serves to document test results only.
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Test object : Ambulance stretcher
Type : PC-650
Customer : PROMEBA, S.L.

1. Introduction

Upon customers request, TUV Rheinland Kraftfahrt GmbH has tested an ambulance stretcher.
The test was conducted to determine if the maintain systems (restraint systems) and the
fixation of the equipment meets the requirements specified under section 3. of this test report.

1.1. Name and address of the customer : PROMEBA, S.L.

Ctra. C-16, Km 59,5
08650 Sallent (Barcelona), Spain

2. Description of the test object

Test object : Ambulance stretcher

Manufacturer :see 1.1.

Type : PC-650

Technical description : The test was conducted on an ambulance stretcher

(without separate transporter) manufactured by
PROMEBA, S.L.. For details see index of technical
description of the manufacturer (see attachment 1).

The stretcher support was simulated by a rigid
structure with ambulance tray. The stretcher is fixed
(3 point fixation) to the stretcher support by means
of two front retention hooks and one rear lock
assembly.

The stretcher is equipped with a mattress and a static
patient’s restraint system (H-type shoulder belt
combined with hip belt and separate leg belt). The
restraint system is fixed to the stretchers frame.

The stretcher is equipped with lateral side arms with
automatic position lock, four extention handles with
manual lock, a rigid foot rest, an inclinable backrest
with integral headrest (multiposition, max. 90°).
The lower and upper leg section of the stretcher is
adjustable (Trendelemburg and Fowler position).

TUV Rheinland Kraftfahrt GmbH Technology Center Traffic Safety Page 2 0of 6
Type Approval Vehicles/Vehicle Components
Am Grauen Stein, D-51105 Koln (Poll) 103XS0073-00 Promeba PC650_e.doc



TUV Rheinland Group

Test Report No. 103XS0073-00
. ®
TUVRheinland

Test object : Ambulance stretcher
Type : PC-650
Customer : PROMEBA, S.L.

3. Test requirements and test facility

3.1. Test requirement : DIN EN 1789:08.2007, Medical vehicles and their
equipment - Road ambulances; Sections 4.5.9, 5.3
and 6.3.5.
3.2. Test facilities : - Crash test facility at TUV Rheinland Kraftfahrt
GmbH

- "Inverse Crash"- test facility at TUV Rheinland
TNO Automotive International B.V. (TTAI)

4. Description of set set-up

4.1. Date of tests : 2009-11-30, 2009-12-01 and -09, 2010-02-24
4.2. Test location : - D-Cologne
- NL-Helmond
4.3. Description of test set-up : The test of the ambulance stretcher with regards to

it’s behaviour in the case of a collision was carried
out on a crash test simulation facility.

The test object, see section 2. of this report, was
installed on the rigid platform of the test trolley and
tested dynamically. The movement of the weight
dummy and the stretcher components during test
were determined using high-speed video recording.
The accelerations/decelerations met the
requirements for dynamic tests as defined in section
5.3. of the test requirement.

The test object, see section 2. of this report, was
loaded with a ballast dummy fixed by means of the
original patient’s restraint system. Following
dummies (m=75 kg) were used for the tests:

- ECE-R 16, Annex 7
- Hybrid IT (50" percentile, male)

The set-up does not consider the interface with an
actual road ambulance floor.
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4.4. Tests carried out

Test object Impact direction Remarks

Ambulance stretcher PC-650; forward none
See description of the test object
in section 2. of this test report

rearward

90° transverse left

vertical Movement of the adjustable
backrest section in excess of

150 mm is considered acceptable,
as no obstructions are likely to be
contacted in this direction.

Note: Due to the symmetrical design of the test object a test in direction 90° transverse
right was not necessary.

5. Testresult

The tested ambulance stretcher was strong enough to resist to the load created by the dynamic
test. The tested ambulance stretcher or any item attached did not became a projectile or did
leave their fixation. The maximum distance of travel of the ambulance stretcher and any item
attached did not exceed 150 mm in the horizontal directions. The displacement of the
dummies during the tests exceeded 150 mm.

6. Attachments

1  Foto documentation
2 Index of technical description of the manufacturer

Only the complete and unabridged version of this report may be published and disseminated.
Excerpts, summaries, evaluations or other revised or altered versions of this report, may only be
published and disseminated after written permission has been obtained from TUV Rheinland
Kraftfahrt GmbH.

April 20, 2010
ps

{1

Dipl.-Ing. P. Scheele
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Foto documentation Attachment 1

Test in forward direction (after test)

P 0L ®

Test in direction 90° transverse left (after test) Test in vertical direction (before test)

Stretcher fixation (rear lock) Stretcher fixation (front retention hook)
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Index of technical description of the manufacturer Attachment 2
Page no. |Description Drawing-No. Date
01 Conjunt camilla PC650, page 1 of 2 PC6501-00000 | 08.04.2010
02 Conjunto camilla PC650, page 2 of 2 PC6501-00000 |08.04.2010
03 Zona superior PC-650, page 1 of 3 PC6500-00000 | 08.04.2010
04 Xasis PC-650, page 2 of 3 PC6500-00000 |08.04.2010
05 Guia PC-650, page 3 of 3 PC6500-00000 |08.04.2010
06 Pata giratoria PC6501-01000 |08.04.2010
07 Pata fija PC-650 PC6501-02000 |08.04.2010
08 Barandilla PC-650 PC6501-04000 |08.04.2010
09 Dimensiones de montaje Anclajes PC-650 PB4100-05030 | 08.04.2010
10 Tercer punt anclatge Davanter (t = 5 mm) PB4100-04461B |12.06.2008
(b)
11 Conjunt tenca posterior PB4100-04710 ]12.04.2010
12 Product data PC-650 - -
PROMEBA ambulance stretcher type PC-650
(backrest without preparation for H-type shoulder belt restraint)
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